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Inverter/ SB5.5-LV-JP-41
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FW-Version/ PACK 1.02.09.R

D27—LIITFIN—o3Y

Update feature/reason/
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¢ Please follow the “Update Manual” below/
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e Several enhancements of firmware quality e.g. static IP adress/
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e The update file contains all features of former firmware versions/
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Update medium/

SB5.5-LV-JP-41-1.02.09.R.up2 file update via integrated webserver/
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File Name/ FW1-02-09-R_SB5.5-LV-JP-41 zip
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Update manual/ 1. Activate the user interface of the inverter and log in as Installer./
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2. Select the menu Device Configuration./
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3. Inthe line Inverter click on the gear icon and select Update firmware./
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4. Select the update package and confirm by Update firmware./
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5. Follow the instructions in the dialog./
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6. The update should normally take max. 25 minutes. During the update,
the inverter may restart serval times. Do not manually restart the inverter.
Do not close your browser. After restart of the inverter, the Web-Interface
will be restarted automatically. The update is finished when the event
27312 - Update finished’ is displayed.

The success of the update can be checked on the user interface of the
inverter. Select the menu Device Parameters > Device
Components./
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7. Finally, it is strongly recommended to check the inverter settings,




especially the grid code settings./
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Note/ A& ¢ The package includes an update file (*.up2). The file can be downloaded
directly to the inverter via Webserver interface using a smartphone,
notebook or PC./
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e The update file contains all features of former firmware versions./
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e The update via LAN is usually more reliable and faster./
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