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SMA Solar Technology AG Legal Provisions

Legal Provisions

The information contained in these documents is the property of SMA Solar Technology AG. No part of this document
may be reproduced, stored in a retrieval system, or transmitted, in any form or by any means, be it electronic,
mechanical, photographic, magnetic or otherwise, without the prior written permission of SMA Solar Technology AG.
Internal reproduction used solely for the purpose of product evaluation or other proper use is allowed and does not
require prior approval.

SMA Solar Technology AG makes no representations or warranties, express or implied, with respect to this
documentation or any of the equipment and/or software it may describe, including (with no limitation) any implied
warranties of utility, merchantability, or fitness for any particular purpose. All such representations or warranties are
expressly disclaimed. Neither SMA Solar Technology AG nor its distributors or dealers shall be liable for any indirect,
incidental, or consequential damages under any circumstances.

The exclusion of implied warranties may not apply in all cases under some statutes, and thus the above exclusion may
not apply.

Specifications are subject to change without notice. Every attempt has been made to make this document complete,
accurate and up-to-date. Readers are cautioned, however, that product improvements and field usage experience may
cause SMA Solar Technology AG to make changes to these specifications without advance notice or per contract
provisions. SMA Solar Technology AG shall not be responsible for any damages, including indirect, incidental or
consequential damages, caused by reliance on the material presented, including, but not limited to, omissions,
typographical errors, arithmetical errors or listing errors in the content material.

SMA Warranty

You can download the current warranty conditions from the Internet at www.SMA-Solar.com.

SOFTWARE LICENSES

The licenses for the installed software modules (open source) can be found in the user interface of the product.

Trademarks

All trademarks are recognized, even if not explicitly identified as such. Missing designations do not mean that a
product or brand is not a registered trademark.

SMA Solar Technology AG

Sonnenallee 1

34266 Niestetal

Germany

Tel. +49 561 95220

www.SMA.de

E-mail: info@S MA.de

Status: Thursday, March 12, 2026

Copyright © 2026 SMA Solar Technology AG. All rights reserved.
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1 Information on this Document SMA Solar Technology AG

1 Information on this Document

1.1 Validity

This document is valid for:

* SMA Home Energy Solution with Sunny Boy Smart Energy

1.2  Target Group

This document is intended for qualified persons and end users. Only qualified persons are allowed to perform the
activities marked in this document with a warning symbol and the caption "Qualified person". Tasks that do not require
any particular qualification are not marked and can also be performed by end users. Qualified persons must have the
following skills:

* Knowledge of how to safely disconnect SMA inverters

* Knowledge of how an inverter works and is operated

* Knowledge of how batteries work and are operated

* Knowledge of how battery-backup and secure power supply operation works in PV systems and is set up

* Knowledge of how energy meters work and are operated

* Training to deal with risks associated with installing, repairing, and using electrical devices, inverters, and batteries
* Training in the installation and commissioning of electrical devices and installations

* Knowledge of all applicable laws, regulations, standards, and directives

* Knowledge of and compliance with this document and all safety information

* Knowledge of and compliance with all documentation related to the products including all safety information

1.3 Content and Structure of this Document

This document summarizes the specific information for the system and describes the procedure for installation and
commissioning.

System overviews provide the basic principle of how a system must be set up and connected.

The latest version of this document and the comprehensive manual for installation, commissioning, configuration and
decommissioning of each SMA product can be found in PDF format or as eManual at www.SMA-Solar.com

This document supplements the documents that are enclosed with each product and does not replace any locally
applicable codes or standards. Read and observe all documents supplied with the product.

Illustrations in this document are reduced to the essential information and may deviate from the real product.

1.4 Levels of Warning Messages

The following levels of warning messages may occur when handling the product.

A DANGER

Indicates a hazardous situation which, if not avoided, will result in death or serious injury.

Indicates a hazardous situation which, if not avoided, could result in death or serious injury.

A CAUTION

Indicates a hazardous situation which, if not avoided, could result in minor or moderate injury.
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SMA Solar Technology AG 1 Information on this Document

Indicates a situation which, if not avoided, can result in property damage.

1.5 Symbols in the Document

Symbol Explanation

[B Information that is important for a specific topic or goal, but is not safety-relevant
O Indicates a requirement for meeting a specific goal
4| Required result

Example

1.6  Typographies in the document

Typography Use Example
bold * Messages * Connect the insulated conductors
« Terminals to the terminals X703:1 to
X703:6.

e Elements on a user interface

¢ Enter 10 in the field Minutes.
¢ Elements to be selected

e Elements to be entered

> * Connects several elements to be * Go to Settings > Date.
selected

[Button] * Button or key to be selected or pressed ¢ Select [Enter].

(Key]

# * Placeholder for variable components * Parameter WCHHz.Hz#

(e.g., parameter names)

1.7  Designations in the Document

Complete designation Designation in this document
SMA Home Energy Solution System

Sunny Boy Smart Energy Inverter, hybrid inverter

SMA Energy Meter Energy meter

Sunny Home Manager 2.0 Energy meter, communication product
SMA Backup 3P Kit SMA Backup Solution

SMA Backup 1P SMA Backup Solution
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1 Information on this Document SMA Solar Technology AG

1.8 Additional Information

The following table provides some important additional information. Additional documents and language versions are
available in the Downloads section on the product pages of the system components (e.g. Sunny Boy Smart Energy
product page) at www.SMA-Solar.com.

Title and information content Type of information

"SUNNY BOY SMART ENERGY 3.6 /4.0 /5.0 / 6.0/ Operating manual
8.0/9.9"

"Sunny Home Manager 2.0 Operating manual
in Sunny Portal powered by ennexOS"

"SMA Energy Meter" Installation Manual
"SMA Energy Meter CT" Installation Manual
"SMA Home Storage" Operating manual
"SMA Backup 3P Kit" Installation Manual
"SMA Backup 1P" Installation Manual
"SMA Backup 1P" Installation Manual

for Australia

"Approved Batteries and Information on Battery Commu-  Technical Information
nication Connection"

Overview of approved batteries

"Sunny Portal powered by ennexOS" User Manual
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SMA Solar Technology AG 2 Intended Use

2 Intended Use

The SMA Energy Solution Home is a PV and storage system and optimizes self-consumption of PV energy and lowers
the energy obtained from the utility grid by the following measures:

* Use of self-generated PV energy
* Intermediate storage of PV energy in the battery

* Energy management of the battery either with the inverter as System Manager and the SMA Energy Meter or the
inverter as a subordinate device and the Sunny Home Manager

* Visualization of consumption and generation data from the system in the SMA Energy App, in Sunny Portal, and

in the SMA 360° app
* Use of self-generated energy for selected loads or the entire household in the event of power outage

The power measured at the point of interconnection is recorded using either the SMA Energy Meter or the Sunny
Home Manager. The product used does not replace the energy meter of the electric utility company.

The SMA Energy Solution Home is equipped by default with a manual secure power supply function. When needed,
for example in case of a power outage, the inverter can continue to supply electric current from the battery and the PV
system to selected loads by means of a socket connected to the inverter. In order to supply the whole household with
battery backup power in case of a power outage, the system can be equipped with a backup solution (e.g.

SMA Backup 1P).
All components must remain within their permitted operating ranges and their installation requirements at all times.
The products by SMA Solar Technology AG are not suitable for use in

* Medical devices, in particular products for supplying life-support systems and machines,

o Aircraft, the operation of aircraft, the supply of critical airport infrastructure and airport systems,

* Rail vehicles, the operation and supply of rail vehicles and their critical infrastructure.

The above list is not exhaustive. Contact us if you are unsure whether products by SMA Solar Technology AG are
suitable for your application.

Use SMA products only in accordance with the information provided in the enclosed documentation and with the
locally applicable laws, regulations, standards and directives. Any other application may cause personal injury or
property damage.

The documentation must be strictly followed. Deviations from the described actions and the use of materials, tools, and

aids other than those specified by SMA Solar Technology AG are expressly forbidden.

Alterations to the SMA products, e.g., changes or modifications, are only permitted with the express written permission
of SMA Solar Technology AG. Unauthorized alterations as well as failure to observe the documentation will void
guarantee and warranty claims and in most cases terminate the operating license. SMA Solar Technology AG shall
not be held liable for any damage caused by such changes.

Any use of the product other than that described in the Intended Use section does not qualify as appropriate.

The documentation supplied is an integral part of SMA products. Keep the documentation in a convenient, dry place
for future reference and observe all instructions contained therein.

This document does not replace any regional, state, provincial, federal or national laws, regulations or standards that
apply to the installation, electrical safety and use of the product. SMA Solar Technology AG assumes no responsibility
for the compliance or non-compliance with such laws or codes in connection with the installation of the product.
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3

Applications of the SMA Home Energy Solution

The SMA Home Energy Solution is suitable for a number of applications. You can compile a system that suits you best
from the individual system components. This document introduces the components and how they interact.

The following applications can be implemented with the SMA Home Energy Solution:

SMA Home Solar Solution - Generate solar power for optimal consumption: The foundation of your PV solution
with

- Sunny Boy Smart Energy

- SMA Energy Meter or Sunny Home Manager 2.0

SMA Home Solar Solution with SMA Backup - Generate solar power for optimal consumption: The foundation of
your PV solution with added security in case of power outage with

- Sunny Boy Smart Energy
- SMA Energy Meter or Sunny Home Manager 2.0
- SMA Backup Solution

SMA Home Storage Solution - Generate solar power, store and use it effectively: The Solution for the flexible and
effective use of solar energy with

- Sunny Boy Smart Energy
- SMA Energy Meter or Sunny Home Manager 2.0
- SMA Home Storage or another approved battery

SMA Home Storage Solution with SMA Backup - Generate solar power, store and use it effectively: The solution
for the flexible and effective use of solar energy with added security in case of power outage with

- Sunny Boy Smart Energy

- SMA Energy Meter or Sunny Home Manager 2.0
- SMA Backup Solution

- SMA Home Storage or another approved battery

Additional inverters can be added to all applications if needed.
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4 System Components

4.1 Sunny Boy Smart Energy

4 System Components

The Sunny Boy Smart Energy is available in the following
power classes:

* Sunny Boy Smart Energy 3.6 (SBSE3.6-50)
* Sunny Boy Smart Energy 4.0 (SBSE4.0-50)
* Sunny Boy Smart Energy 5.0 (SBSE5.0-50)
* Sunny Boy Smart Energy 6.0 (SBSE6.0-50)
* Sunny Boy Smart Energy 8.0 (SBSE8.0-50)
* Sunny Boy Smart Energy 9.9 (SBSE9.9-50)

In systems with multiple inverters and with one SMA Energy
Meter, 1 Sunny Boy Smart Energy must be used as a Sys-
tem Manager, making it the central device for energy man-
agement in households with a PV system for self-consump-
tion. The Sunny Boy Smart Energy as System Manager can
perform the following tasks:

* Managing the energy flows in the system

* Energy management of a total of 3 Sunny Boy Smart
Energy with battery

* Incorporating PV and battery power into the system

In systems with Sunny Home Manager, the Sunny Home
Manager is the central device for energy management. All
inverters in a system with Sunny Home Manager must be
configured as subordinate devices.

4.2 SMA Energy Meter or Sunny Home Manager

System Manual
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4 System Components SMA Solar Technology AG

Either an SMA Energy Meter or a Sunny Home Manager
can be used in the system.

Both products record energy flows bidirectionally at the
point of interconnection.

The Sunny Boy Smart Energy as System Manager can per-
form the following tasks together with the energy meter:

¢ Collection of energy- and power measured values in
the interconnected household

* Energy monitoring: display energy flows via the
SMA Energy App and
Sunny Portal powered by ennexOS

* Dynamic limiting of the active power feed-in

When a Sunny Home Manager is used, it is the central de-
vice for energy management and performs the following
tasks:

* Monitoring and forecasting energy flows in the system

oo [gillig] * Optimized self-consumption through load control
. * Increased self-consumption for dynamic active power

[imitation

* Increased self-consumption through forecast-based
battery charging

* Increased Self-Consumption and Peak Load Shaving
* Optimized use of a dynamic electricity tariff

Only 1 battery inverter or hybrid inverter can be used in
systems with Sunny Home Manager.

4.3  Sunny Portal powered by ennexOS

Sunny Portal is an Internet portal which enables you to
monitor and configure PV systems and to visualize system
data. In order to use Sunny Portal, you will need an SMA
product that can record your system data and send it to
Sunny Portal. Depending on the SMA product that sends
the data, various functions are available in Sunny Portal.

4.4 SMA Home Storage

10 Home-Energy-Solution-SBSE-SH-en-11 System Manual
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Q)

—

4.5 Additional Inverters

4.6 SMA Backup Solutions
4.6.1 SMA Backup 3P Kit

System Manual

4 System Components

The SMA Home Storage performs the following tasks in the
system:

* Storage of surplus energy from the PV system

* Optimization of self-consumption or energy self-
sufficiency in parallel grid operation through the
energy in intermediate storage

* Supply loads with temporarily stored energy in secure
power supply operation in the event of a grid failure
or at night when the PV system is not supplying any
energy

As an alternative to SMA Home Storage, other approved
batteries can also be used in the system. An updated list of
batteries approved by SMA Solar Technology AG can be
found in the Technical Information Approved Batteries and
Information on Battery Communication Connection and at
www.SMA:Solar.com.

The system may contain additional SMA inverters that con-
vert the direct current from the PV modules into grid-compli-
ant alternating current. The Sunny Boy Smart Energy can
convert the alternating current generated by the additional
inverters into direct current and feed it into the battery.
Even in secure power supply and battery-backup opera-
tion, electric current generated by additional single-phase
inverters can be used.

When the Sunny Boy Smart Energy is configured as System
Manager, it can control the additional inverters.

Additional inverters must be configured as servers.

SMA Backup 3P Kit (BU-SBSE-3P-50) is an automatic trans-
fer switching device that enables single-phase battery-
backup operation with phase coupling in the

SMA Home Energy Solution together with the

Sunny Boy Smart Energy. It is suitable for households with
a three-phase grid connection.

The SMA Backup 3P Kit can be operated in parallel grid
operation and in battery-backup operation. In the event of
a power outage, the SMA Backup 3P Kit disconnects the
connection to the utility grid and automatically switches to
battery-backup operation so that the hybrid inverter can
supply the entire household with power from the battery
and the PV system. Only L1 is monitored at all times. If the
utility grid fails on L2 or L3, the automatic transfer switching
device does not switch to battery-backup operation. During
battery-backup operation, the hybrid inverter provides the
same voltage to all 3 line conductors.

Home-Energy-Solution-SBSE-SH-en-11 11
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4 System Components SMA Solar Technology AG

4.6.2 SMA Backup 1P

SMA Backup 1P (BU-SBSE-1P-50) is an automatic transfer
switching device that enables single-phase battery-backup
operation in the SMA Home Energy Solution together with
the Sunny Boy Smart Energy. It is suitable for households
with a single-phase grid connection.
In the event of a power failure, the hybrid inverter ensures
that SMA Backup 1P automatically switches to battery-
backup operation and the hybrid inverter can supply the

entire household with power from the battery and the PV
system.

4.6.3 Secure Power Supply Operation

The Sunny Boy Smart Energy is equipped with a manual se-
cure power supply function. In the event of a power out-
age, the inverter can continue to supply selected loads with
electric current from the battery and the PV modules con-
nected to the inverter. The loads are connected to the in-
verter via a socket. The secure power supply operation is
started manually, if needed, via a switch connected to the

] inverter. The secure power supply operation can be acti-
vated when AC voltage is no longer being applied to the
inverter. Switch and socket are not sold by SMA Solar
Technology AG. When AC voltage is applied to the in-
verter again, the secure power supply operation must be
deactivated manually via the switch and the loads con-
nected to another energy source.

Q|

4.7  Approved PID Boxes

Only PID Boxes (Potential Induced Degradation Boxes) that galvanically isolate the inverter and the PV modules from
each other may be used with the Sunny Boy Smart Energy.
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5 System Overview

5.1 SMA Home Energy Solution with Sunny Boy Smart Energy as System

Manager

SUNNY PORTAL UTILITY
ennexO$ GRID

SMA SMA
360° APP

ENERGY APP

PV MODULES PV MODULES

UTILITY METER

5 System Overview

SMA HOME SMA HOME
STORAGE STORAGE FOR BILUNG
PV MODULES PV MODULES INTERNET PURPOSES
SUNNY BOY SUNNY BOY SMA
SMART ENERGY SMART ENERGY PV
N N INVERTER INVERTER ROUTER
S N G
—
1..3
SMA |
BACKUP 1P BACKUP LOAD WITHOUT — DC
LOAD BACKUP — AC
— — com
........ Speedwire
@ (7 WLAN/WiFi

BACKUP
LOADS

Figure 1: System with Sunny Boy Smart Energy as system manager and one energy meter
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5.2 SMA Home Energy Solution with Sunny Home Manager

SMA SMA SUNNY PORTAL UTILITY
ENERGY APP 360° APP powered by ennexOS$ GRID

7
PV MODULES

QU2

%z
=
N

¢\

&

SMA HOME UTILITY METER
STORAGE FOR BILLING
PV MODULES PV MODULES INTERNET PURPOSES
SUNNY BOY
SUNNY HOME
SMART ENERGY PV PV MANAGER 2.0
INVERTER INVERTER ROUTER
1 N 1 A G
[__1] B
SMA | |
BACKUP 1P RADIO-CONTROLLED RADIO-CONTROLLED LOAD WITHOUT
SOCKET SOCKET BACKUP

o -
gl g

BACKUP
LOADS LOAD LOAD = DC
E E """" Speedwire
(7 WLAN/WiFi

Figure 2: System with Sunny Home Manager as the central device for energy management
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6 Procedure for the Initial Installation and Commissioning of the
System

The procedure for installation, electrical connection, and commissioning of the system is described in the following. It
provides an overview of the steps, which must be performed in the prescribed sequence.

Procedure

1.

12.
13.
14.
15.
16.
17.
18.
19.
20.

System Manual

Ensure that the requirements for the installation of the system compo-
nents are fulfilled.

Mount the inverter.
Mount backup solution.

Install the SMA Energy Meter or Sunny Home Manager.

Mount the battery.

Ensure that the requirements for the electrical connection are fulfilled.

Connect to utility grid.
Connect the inverter to the backup solution.

Connect backup loads to the backup solution.

Connect the network cables to the router and other inverters to the in-

verter.

Connect SMA Energy Meter or Sunny Home Manager to the in-
verter.

Connect the data cables of the battery.

Connect switch for fast stop to digital input (optional).
Connect to the multifunction relay (optional).
Connect the PV modules to the inverter.

Connect the battery power cables.

Connect the additional grounding to the inverter.
Commission the system.

Mcake additional settings.

Test backup operation.

See

Manuals of the system compo-
nents

Manual of the inverter

Manual of the backup solution

6 Procedure for the Initial Installation and Commissioning of the System

Manual of the SMA Energy Me-

ter or Sunny Home Manager
Manual for the battery

Manuals of the system compo-
nents

Manual of the inverter
Manual of the backup solution
Manual of the inverter

Manual of the inverter

Manual of the inverter

Manual of the inverter
Manual of the inverter
Manual of the inverter
Manual of the inverter
Manual of the inverter
Manual of the inverter
Manual of the inverter
Manual of the inverter

Manual of the inverter

Home-Energy-Solution-SBSE-SH-en-11
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7

Contact

SMA Solar Technology AG

If you experience any technical problems with our products, please contact the Service. The following data is required
in order to provide you with the necessary assistance:

Device type

Serial number

Firmware version

Device configuration (System Manager or subordinate device)
Special country-specific settings (if available)

Event message

Installation site and mounting height

Type and number of PV modules

Optional equipment (e.g. accessories used)

Use the name of the system in Sunny Portal (if available)
Access data for Sunny Portal (if available)

Information on the ripple control receiver (if available)
Operating mode of the multifunction relay (if used)

Detailed description of the problem

You can find your country's contact information at:

16
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