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IEC SYSTEM FOR MUTUAL RECOGNITION OF TEST CERTIFICATES FOR ELECTRICAL EQUIPMENT 
(IECEE) CB SCHEME 

CB TEST CERTIFICATE 

 
Product 

 
Inverter 
Grid-tied photovoltaic inverter  

Name and address of the applicant  SMA Solar Technology AG 
Sonnenallee 1 
34266 Niestetal 
GERMANY  

 
Name and address of the manufacturer  

 
SMA Solar Technology AG 
Sonnenallee 1 
34266 Niestetal 
GERMANY  

 
Name and address of the factory 
 

 
SMA Solar Technology AG 
Sonnenallee 1 
34266 Niestetal 
GERMANY  

 
Note: When more than one factory, please report on page 2  

 
 Additional Information on page 2  

 
Ratings and principal characteristics 

 
See Annex  
 

 
Trademark / Brand (if any) 

 
 
 

 
  

 
Customer’s Testing Facility (CTF) Stage used  

 
/  

 
Model / Type Ref.  

 
STP3.0-3AV-40, STP4.0-3AV-40,  
STP5.0-3AV-40, STP6.0-3AV-40 

 
Additional information (if necessary may also be 
reported on page 2) 

 
/  
 

 Additional Information on page 2  

 
A sample of the product was tested and found to 
be in conformity with 

 
IEC 62109-1:2010  
IEC 62109-2:2011  

 
As shown in the Test Report Ref. No. which 
forms part of this Certificate  

 
18TH0325-IEC62109-1_0_LP_CB   
18TH0325-IEC62109-2_0_LP_CB 

  

 
This CB Test Certificate is issued by the National Certification Body  

 

  

http://www.lcie.fr/
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ANNEX 
 

 
References, ratings and main characteristics: 
 
 
STP3.0-3AV-40 :  
 
MPP DC voltage range [V]: 140-800  
Input DC voltage range [V]: 125-850  
Input DC current [A]: Max. 12/12  
Output AC voltage [V]: 3/N/PE; 220V/380V; 3/N/PE; 230V/400V; 3/N/PE; 240V/415V  
Output AC current [A]: 3x 4,5  
Initial short circuit AC current Ik’’ [A]: 7,55  
Output power [VA]: 3000   
 
 
STP4.0-3AV-40 :   
 
MPP DC voltage range [V]: 175-800  
Input DC voltage range [V]: 125-850  
Input DC current [A]: Max. 12/12   
Output AC voltage [V]: 3/N/PE; 220V/380V; 3/N/PE; 230V/400V; 3/N/PE; 240V/415V 
Output AC current [A]: 3x 5,8  
Initial short circuit AC current Ik’’ [A]: 9,06  
Output power [VA]: 4000   
 
 
STP5.0-3AV-40 :  
 
MPP DC voltage range [V]: 215-800  
Input DC voltage range [V]: 125-850  
Input DC current [A]: Max. 12/12   
Output AC voltage [V]: 3/N/PE; 220V/380V; 3/N/PE; 230V/400V; 3/N/PE; 240V/415V  
Output AC current [A]: 3x 7,6  
Initial short circuit AC current Ik’’ [A]: 10,41  
Output power [VA]: 5000   
 
 
STP6.0-3AV-40 :  
 
MPP DC voltage range [V]: 260-800  
Input DC voltage range [V]: 125-850  
Input DC current [A]: Max. 12/12  
Output AC voltage [V]: 3/N/PE; 220V/380V; 3/N/PE; 230V/400V; 3/N/PE; 240V/415V 
Output AC current [A]: 3x 9,1  
Initial short circuit AC current Ik’’ [A]: 11,47  
Output power [VA]: 6000 
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